
HAULOTTE SIGMA 16 PRO
Compact electric articulated boom

ELECTRIC ARTICULATED BOOM

The Sigma 16 electric articulating booms, with their high up & over clearance and outreach, overcome 
all obstacles to reach remote work areas. The jib with horizontal rotation offers a precise and safe 
approach without repositioning the machine. This additional movement flexibility enables operators to 
save precious time with manoeuvre and access areas that are not accessible with a regular jib.

Find out more about the ‘GTAdvantage’ extras at gtaccess.co.uk

THE POWER 

           
IN ACCESS™

gtaccess.co.uk

A range of extra’s for ‘Hire or Purchase’ 
designed to give you the GTAdvantage™

STOP NUISANCE BORROWING 
WITH GTA SECURETMGTA SECURE

DOUBLE POINT HARNESSES TO
KEEP YOU SAFE AT HEIGHT

STAY FULLY CHARGED WITH
TRANSFORMERS AND LEADS

OPERATOR TRAINING FOR
THIS ACCESS PLATFORM

REMOVE THE RISK WITH GTA 
ALL RISK COVERA L L  R I S K

ELECTRIC POWERED
Perfect for indoor applications

OUTDOOR RATED
Wind rated for outdoor use

NON MARKING TYRES
Prevents marking to finished floors 

IPAF 3b
Requires IPAF category 3b

3b

GTAHR15BE-2019/1

HIRE | TRAINING | SALES | SERVICE 0 3 3 0 3 3 3 4 8 4 8

REACH HEIGHT 15.7 m

PLATFORM HEIGHT 13.7 m

UP AND OVER 7.4 m

HORIZONTAL REACH 8.05 m

STOWED HEIGHT 2 m

LENGTH X WIDTH* 6.65 x 1.75 m

PLATFORM SIZE 1.20 x 0.8 m

WEIGHT 6,950 kg

LIFT CAPACITY 230 kg
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*Length and width shown are when stowed.

ALTERNATIVES: HR15E, Z45E


